ALD (RET) CONTROL SOFTWARE INSTALLATION Internal and external.doc

Rev 10/04/2007
REVISION AUTHOR MODIFICATION DATE

1.1 RG AND DJ New Process 06/19/06
1.2 JET Rev to ALDCSetup-06304-1547 jar 02/05/07
1.2a ISM e New search algorithm used in 09/05/07

device scan.

® Managed device list sorted by

sector, antenna serial number in

ascending order, groups devices

together for each antenna.
1.2b ISM ¢ Modified to handle RAS and RAB 10/04/07

Antenna Line Devices.

¢ Bug fix for writing to Network
File.

¢ Bug fix for connecting to device
after changing ports.
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Step 4: Open ALDCSetup-06304-1547.jar (Java executable)

10/04/2007
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Step 5: Select Language and click Next
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VAlnstall

10/04/2007

X]

ANTENNA LINE

www. |aybeamwireless. com

.-MAMM’

Language Selection

Danish
Deutzch

Frangaiz
Italian
Japanese

Cance

Back
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Step 6: Select Next

VAlnstall (%]

..EEEAMM' Antenna Line Device Control 1.2b

Installation

ANTENNA LINE

R

ROL Click "Mest'" to start...

il

www. |aybeamwireless. com

[ Cancel H Back ” MNext l
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Step 7: Select “YES” then press Next

VAlnstall %]
.-MAMM License
Copyright [c) Z005-Z006 JAVEEAM Tireless

211 Right= Resarved.

ANTENNA LINE

Do you accept thiz icenze agreement’?

www. |aybeamwireless.com

[_ Cancel ”_ Back ”_ et ]
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Step 8: Select Next

VAlnstall (X

@ rocann s

ANTENNA LINE

| C:\Program Files') ayBeam \ALDC

[ Browze

www. |aybeamwireless com

[ Cancel H Back H MNext l

=
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9 | Installation directory :
\""f/ CYPro i
AProgram FilestJayBeamialDC
Is this right 7

Yes

Step 9: Select Install
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VAlnstall 3

@ ABEEAMWistess | [EEENTT)

ANTENNA LINE

Click "Mest" to start...

www |aybeamwireless com Ready to start

[ Cancel H Back H MNext l

—

Step 10: Select Finish
Step 11: Close all programs

Step 12: Go to C:\Jaybeam wireless\Antenna Line Device Control then
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Minimize screen
Step 13: Open CD ROM drive Smart Move ALD Control Software

Step 14: Drag RET Configuration files and drop to the minimized
Antenna Line device control. Close all open files.

Step 15: Open ALD Control Software connect RET, turn on PCU and
select Change Port.

IC:“Program Files“JayBeam“ALDC>REM Launch script
IC:“Program Files“JayBeam~ALDC>set VA_APP_HOME=C:“Program Files“JayBeam~ALDC:
:sProgram FilesJayBeam~ALDC>C:
IC:<Program FilessJayBeam~ALDC>cd "C:“Program Files:JayBeam“~ALDC"
C:\Program Files“JayBeam“ALDC>java.exe —DJaua library.path=. —showversion —jar "
C:\Program F1leg\JayBeam\RLDC\Jhuﬂpp Jar

java version "1.5.8"

Jaua(TH) 2 Runtime Environment,. Standard Edition <{build 1.5.8-h64>
Java HotSpot{TH> Client UM <build 1.5.8- bh6d, mixed mode, sharing?

= RATX-2.1-7

48 JAYBEAM Wireless - Serial Communicatio... EHEWS__G

%,m BEAM\\Vireless

Antenna Line Device Control
Wersion 1.2k

Communication Settings ’ ’

Which serial port is connected to the ALD Network?

Mic rosol't

indows

Professmnal

A EE > [ ESibusoc

Select COM1 and click on Next.
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58 ALD Network Setup Wi=l.3

%JWBEAMW reless

Antenna Line Device Control
Yersion 1.2h

Antenna Line Device Network Setup

Please select one of the following:

Load a previoushy saved network description file
Scan for devices in new network

Using serial port: COM1 Change Port

|

If you are connecting to a site for the first time select Scan for devices in
new network. If you have saved a previous network select Load previously
saved network description file.

%8 ALD Network Setup =3

%JWBEAMW reless

Antenna Line Device Control
Yersion 1.2h

Antenna Line Device Network Setup

Please select one of the following:

Load a previoushy saved network description file <G
Scan for devices in new network

Usi'serial port: COM1 Change Port |
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First time connecting to site select

When scanning for devices in a new network the following screen will
appear. The first scan of a network may take up to 15 minutes if you have
multiple devices connected. Be sure to save your network information later
on. Opening a saved network only takes a few seconds instead of minutes.

Then select close
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E;a ALD Network Scan =100 x|

Automatic ALD Netwaork Scanner

Searching for devices from 67 known vendors
‘ 1% |

Jayheam Wireless (MA)
Activity detected! Deep scanning vendor branch

Havigate through vendor list: < || =x
Stop
Found devices Unigue ID List
MAOD9000050330/0003
EALD MNetwork Scan B ] 1|

Automatic ALD Network Scanner

Network scan finished!

Search duration: 147.688"
Result: 1 device found.

[ close Grm=m

Found devices Unigue ID List
MADO09000050330/,0003

Click on Connect
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:. :JM"BEAM Wireless - Antenna Line Device Control

17’7'!7'!7'!7{7’7{7|

Select Change Data.....
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:. :]M’BEAM Wireless - Antenna Line Device Control
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Fill out information for each section and check boxes beside any field that

you want to change as shown:

E,:El]peral:ur Data Update

=101 ]

Enter updated data for device
JBRETEH/M60606/030

Only fields with checked boxes will be updated

Installation Date: G119
Installer ID: MP
Base Station ID: a54
Sector ID: Eeta
Antenna Bearing: ]
Mechanical Tikt (*y: (0.0

Ll O &l &l & =]

Installation Comments

Ll

| Send || Close

Select Save Network

loix
Managed Antenna Line Devices
Address | Device Type | “endar |Antenna Model...| Baze ID | Sector 1D | Connected? | Status |
001 RET Jayhearn Wire.., W3x72-14-A010 554 Eeta E Mo Errors
Device |dentification Information ALD Network Management
Unique ID  JB/RETEH/160606/030 Device Type Disconnect
Network Scan
Vendor Jayheam Wireless (.JB) RET Show Errors =
Define New Device
Antenna Information Delete Selected Device
Model No. W3X72-14-4010 Max. Tt 10.0° Save Network \
Serial No. 2006245001/C Min. Titt 0.0* More Data... Load Network |
Operator Installation Information Device Control
Installation Date: f/19/0 Installer: MP BaselD: 554 Read Tilt: ID.D i° Read

Sector ID: Beta Antenna Bearing: 0

Installed Mechanical Tilt: 0.0 °

Installation Comments:

Change Data... |

Change Tilt Angle

New Tilt °| Set

Yersion 1.2

&JAYBEAMWWFHQSS' Antenna Line Device Control
4

User |

RET Configuration =>

Baud rate: 9.6 Kbps

Advanced Commands »>»
Jayheam Commands >

About...

Exit
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Enter file name and click on select:
x
Look In: | NetworkData - @ @ @ E

7 RetConfigFiles
[ wBX045 - ALL 6.network

ey File Name: |554
Files of Type: |Metwork Description File {.network) -

Select Cancel

Your network is now saved.
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To open a saved Network, click on Load Network:
=10l

Managed Antenha Lihe Devices

Address | Device Type | Yendor |Antenna Mndel..] Base ID | Sector D | Connected? | Status |

01 RET Jayheam Wire... Waxr2-14-A010 EiES Mo Errars
Device Identification Information ALD Hetwork Management

Unique ID  JB/RETEH/160606/030 Device Type Disconnect

Hetwork Scan
VYendor Jayheam Wireless (JB) RET Show Errors =
Define New Device

Antenna Information Delete Selected Device

Model Mo, WiX72-14-A010 Max. Tilt 100 Save Hetwork

Serial Mo. 2006245001/C Min. Tilt 0.0* More Data... | Load Hetwork
Operator Installation Information Dewice Control

Installation Date: Installer: Base ID: Read Tik: 0.0 *| Read

Sector ID: Antenna Bearing: 0 Installed Mechanical Tilt: 0.0 © Change Tilt Angle

Installation Comments: Newr Tilt * Set

Change Data... |
Antenna Line Device Control | User Management | LARELILLL
&JAYBEAMWIFHBSS' : 4 Advanced Commands >>
7 Wersion 1.2
Baud rate: 9.6 Kbps Jayheam Commands »>»
Ahout... Exit

You can now change tilt by entering the desired tilt into the New Tilt box
and clicking on Set. When finished making changes click on disconnect.
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